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JascoPro Under-Eave Lights,  
82.5ft., 90 Pixel, Black Cord

11in.

Power supply with 20ft. lead 
Power supply 

screws/anchors x2 

Mounting brackets 
and screws x91 

Cord clips x91 
Silicone end cap x1 

Pro clips x91 
(included separately)

www.jascopro.com

Design Features
 ∙ Five 16.5ft. light strands – 90 pixels total

 ∙ 11in. spacing

 ∙ RGBWWIC – 43 lumens each (at 6500K)

 ∙ Tunable white – 2000K-6500K

 ∙ Full-range dimming

 ∙ Free JascoPro app – no hub required

 ∙ Effortless Wi-Fi setup and control

 ∙ Mobile, voice or manual control – works with Amazon 
Alexa and Google Assistant

 ∙ Solid colors or endless color combos

 ∙ Customizable modes, features, schedules and more

 ∙ Emergency Flash – flashing lights indicate location to  
first responders

 ∙ AC power supply – IP65 rated; cord – IP67 rated

 ∙ Meets NEC and ETL requirements for low-voltage  
outdoor lighting

 ∙ Patent-pending mounting clips, double-sided tape,  
screws and cord clips included 

 ∙ Two extension cables

 ∙ Cuttable

 ∙ Paintable – lens protector preinstalled

 ∙ Linkable up to 99ft.

 ∙ UV resistant

 ∙ Pro Clips also included

Extension cables x2

Specifications
Length of fixture: 82.5ft.  Lumens: 43 per pixel at 6500K
Input power: 76.5W 1.18A  
Output power: 30VDC 65.8W 2.2A
CCT: 2000K - 6500K  Color: RGBWWIC
Max linkable: 99ft.  
Signal frequency: 2.4GHz  
Operating temperature range: -4 - 131˚ F (-20 - 55˚ C)
Warranty: 5-year limited warranty

EMERGENCY
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Certifications & Compliances

AVAILABLE NOW!

Fascia mount Eave mount

www.jascopro.com

Compliances, specifications and availability                        
are subject to change without notice. 

Distributed by Jasco Products Company LLC  
10 E. Memorial Rd., Oklahoma City, OK 73114.

Questions? Contact our U.S.-based  
dedicated support at 1-833-981-0170, M-F.

©Jasco 2025

Dual-purpose Pro Clip with wire management and 12.5˚ angled clip for wall-wash effect

Scan for products 
and resources or visit  

jascopro.com

2.4GHz
Wi-Fi connection required

Dual- and tri-band router compatible

Longer range, better coverage

EASY APP CONTROL
Download the free JascoPro app  
to control your devices from anywhere.


